
EFFICIENCY | BEST-IN-CLASS

1.400 W 210.000 lm 6.400m2

CONNECTIVITY | MAST CONTROL

LIGHTING

ROBUSTNESS AND SAFETY

8,3 mts. 360º HYDRAULIC UPRAISING 
SYSTEM

0,55 l/h 55 dB(A) 600 hr 
SERVICE INTERVAL

  400 hr

BLUETOOTH CHAIN 
WORK

MAST CONTROL
WITH JOYSTICK

Control your
Lighting Tower

from your mobile
phone

APP

ACCESSIBILITY
    Wide-opening
    Fully removable

LIGHT POWER OUTPUT
CONTROL SYSTEM
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LIGHTING TOWER

lite



H-BOX+

LIGHTING TOWER

Frequency 50 Hz
Power (PRP) kW 2,8
Voltage V 230
Phase 1
Fuel Type Diesel

ENGINE

Model YANMAR - 2TNV 70
Emission Standard Stage V
Nº Cylinders and disposition 2L
Aspiration Natural
Rated Speed rpm 1.500
Cooling System Liquid coolant
Speed Governor Mechanical

INTERFACE

Control System CET8
Light Power Output Control System Standard
Input Supply 1x32A - IP67
Aux. Sockets 2x16A - IP67

ALTERNATOR
Nº Poles 4
Insulation H
Power Factor Cos Phi 1

FEATURES

Mast Height m 8,3  (hydraulic)
Mast Speed (up / down) sec 13 / 25
Rotation 360º (manual)
Nº Lamps  4x350W
Lamps Type LED
Total Lumens 210.000

6.400 m2

Bunded Tank 110%
Canopy Prime and powder coated. PE Roof
Stabilizers 4
Forklift pockets 4 sides | Hot galvanized

OPEX

Service Interval Hrs 600
Fuel Tank Capacity L 220
Maximum Running Time (only lights) Hrs 400
Fuel Consumption (only lights) L/hr 0,55(*)

Dimensions (operating) - LxWxH mm 1,895 (L) x 1,810 (W) x 8,300 (H) 
Dimensions (transport) - LxWxH mm 1,190 (L) x 1,150 (W) x 2,435 (H)
Weight (no fuel) kg 960
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HIMOINSA reserves the right to change any feature without prior notice. The illustrations may include optional equipment and/or accessories. Not contractual images. The technical indications described in this brochure correspond 
to the information available at the moment of printing. HIMOINSA © All rights reserved.

 Amounts related without diassembling towers

Mast Height: 8,3m

4 x 350W LED
lux

H-BOX+ 10 m 24 m 50 m

300 150 50

22 units | Truck 13m20 units | 40’HC Container

 (*) According to ISO standard conditions

 Average illumination vs distance
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